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In the Claims : 

Claims 1™58 (CANCELLED) 

59, (CURRENTLY AMENDED) An aircraft data transmission 
system, the aircraft having a data acquisition unit, and the 
aircraft inc luding a data storage medium having stored thereon 
flight d at a gat hered in-flight by at least a first sensor on 
the aircraft, comprising: 

a communications unit located in the aircraft and in 
communication with the data acquisition unit; 

at least a s econd sensor configured to sense a landing of 
the axrcraf t; 

a cellular infrastructure in communication with said 
communications unit after the aircraft has landed, wherein the 
cellular infrastructure comiuunicates said fligh t data^ and 
wherein the communication is initiated automatically upon when 
at least the se cond sensor senses the landing of the aircraft; 
and 

a data reception unit in communication with said cellular 
information ; and 

vy^herein sa i d flight da ta Includes time, airspeed, 
altitude, vertical acceleration , and heading data r el ating to 
a flig ht of the ai rcraft . 

60. (ORIGINAL) The system of claim 59 wherein said data 
reception unit is in communication with said cellular 
infrastructure via the Internet. 
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61. (ORIGINAL) The system of claim 59 wherein said data 
reception unit is in communication with said cellular 
infrastructure via the public switch telephone network. 

52. (ORIGINAL) The system of claim 59 wherein said 
communications unit has at least one modem in communication 
with said cellular infrastructure and said data reception unit 
has at least one modem in communication with said cellular 
infrastructure. 

63. (ORIGINAL) The system of claim 59 wherein said 
cellular infrastructure includes: 

an antenna; 

a transceiver subsystem in communication with said 
antenna; and 

a controller in communication with said transceiver 
subsystem. 

64. (ORIGINAL) The system of claim 59 wherein said data 
reception unit includes: 

a router; and 

a processor in communication with said router, said 
processor having a storage unit. 

65. {CURRENTLY AMENDED) An aircraft data transmission 
system, the aircraft having a data acquisition unit, the 
aircra ft includin g a data storag e med ium having stored thereon 
flight data gathered in -flight by at least one sensor on the 
aircraft, comprising: 

sensing means for sensing a landing of the aircraft; 
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means for transmitting said flight data from the data 
acquisition unit^ via a cellular infrastructure after the 
aircraft has landed, wherein transmission of the data is 
initiated a u t oma t i ea - lly - - ^: 3: g)e - H - when th e sensing means sense the 
landing of the aircraft; 

means for receiving said flight data from said cellular 
infrastructure ; and 

wherei n said flight data includes time, ai rs peed^ 
altitude, vertical acceleration, and heading data relating to 
a flig ht of the aircraft . 

66. {ORIGINAL) The system of claim 65 wherein said 
means for transmitting data includes a processor. 



67. (ORIGINAL) The system of claim 65 wherein said 
means for receiving data includes a processor. 

68. (CURRENTLY AMENDED) A method of transmitting 
aircraft flight data from an aircraft, comprising: 

receiving flight data from a data acquisition unit; 

receivin g a siginal indicating a landing of the aircraft 
from at least a first sensor; 

transmitting said flight data via a cellular 
communications infrastructure after the aircraft has landed^ 
wherein the cellular communications infrastructure is accessed 
auto m aticall y upon in respons e to the signal; landing of the 
aircraf t; — 

receiving said transmitted flight data ; and 
wherein said flight d ata is gath ered in-flight by at 
least a second sensor on the aircraft^ and includes time^ 
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airspeed, altitude, vert ical acceleration, and heading data 
relating to a flight of the a ircraft. 

69. (CURRENTLY AMENDED) A computer-implemented method 
of transmitting aircraft flight data from an aircraft, 
comprising: 

receiving flight data from a digital flight data 
acquisition unit , wherein said flight data is gat hered 
in-flight by at lea st a first se nsor on the aircraft, and 
inclu des time, airspeed, altitude, v ertical acc eleration, and 
heading data relati ng to a fli ght of the aircraft ; 

receiving a signal indicating a l anding of the aircraft 
from at least a. second sensor; 

processing said flight data to prepare said data for 
transmission; and 

transmitting said processed data via a cellular 
infrastructure after the aircraft has landed, wherein the 

cellular infrastructure is accessed nut oma - ti: - e - a - l-ly - Hpen l - an d - i - ag - 

of the aj r^e^^^ in resp onse to the sig nal . 

70. (ORIGINAL) The method of claim 69 further 
comprising receiving said transmitted data at a flight 
operations center. 

71. {ORIGINAL} The method of claim 70 further 
comprising receiving said transmitted data and transmitting 
said received data via the Internet before receiving said 
transmitted data at a flight operations center. 
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72. (ORIGINAL) The method of claim 70 further 
comprising receiving said transmitted data and transmitting 
said received data via the public-switched telephone network 
before receiving said transmitted data at a flight operations 
center* 

73. (ORIGINAL) The method of claim 69 wherein 
processing said flight data includes: 

compressing said flight data; 
encrypting said flight data; 
segmenting said flight data; and 
. constructing packets of data from said segmented flight 
data . 

74. (ORIGINAL) The method of claim 69 wherein receiving 
said transmitted data includes: 

acknowledging receipt of said transmitted data; 
reassembling said received data; 
decrypting said reassembled data; 
uncompressing said decrypted data; and 
storing said uncompressed data. 

75. (CURRENTLY AMENDED) A computer readable medium 
having stored thereon instructions which, when executed by a 
processor, cause the processor to perform the steps of: 

receiving flight data from a digital flight data 
acquisition unit in an aircraft ^ wherein said flig ht data is 
gathered in-flight by at least a first sensor on the airc raft^ 
and includes time^ airspeed, altitude , vertical acceleration^, 
and heading data relating to a fli ght of the aircraft ; 
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receiving a signal indicating a landing of the aircraft 
from at least a se cond sensor; 

processing said flight data to prepare said data for 
transmission; and 

transmitting said processed data via a cellular 
infrastructure when said aircraft has landed, wherein the 

cellular infrastructure is accessed a u to ma t i cal ly u p e n 1 and lag 

ef ' the ai-reraf - t - in response to the signal . 
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